ISO PIPE FITTING

Connector | elbow

Order OPE- (%] MOP .
No. pipe Steelpipe (PN) - E E1 @D Weight
6310ST 32 %" (D26,9) 132 70 55 53 0,66

16

6300ST 32 1" (D 33,7) 132 70 55 60 0,76
Component Material
Body (1) -
1/8 tension nut (8) Ductile iron, epoxy powder coated
2  Gripring PE POM
3  Grip ring acier Hardened acier
4 O-ring Elastomer
5 Gasket Elastomer
6 Thrust collar POM

7 Protective cap Elastomer

Tip: First strip PE-covered steel pipes to insertion length

Order . MOP .
No. @ Pipe (PN) L E D  Weight
20 58 48 39 030
25 72 58 44 045
32 87 70 53 080
6400 4 e 104 84 65 120
50 141 101 76 190
63 163 114 94 315
Order . MOP .
No. O Pipe (PN) L E 0D  Weight
20 58 48 39 007
25 73 58 43 010
32 87 70 58 018
6420 16 104 82 72 0837
50 125 99 83 052
63 144 110 9 080

Order QPipe @Pipe MOP L E E1 @D Weight

No. 1 2 (PN)
3 25 87/71 70 58 53 0,6
6490 40 30 0 qope7r 84 70 72 027
Order . OP .
No. @ Pipe (PN) L E oD Weight
40 95 84 65 1,20
50 108 101 76 189
6440 &3 18 119 114 94 260
90 132 110 126 511

chawle

Connector "PE pipe - steel pipe" total restraint
No. 6310ST Made of ductile iron
No. 6300ST Made of ductile iron
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Elbow 90°

No. 6400 Made of ductile iron
No. 6420 made of POM

Elbow 90° reduced

No. 6490 made of POM
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Elbow 45°
No. 6440 vade of ductileiron \
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Allillustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding. Subject to change.



