
TECHNICAL SPECIFICATIONS 701C-701CN-701CR 
 

 

DESCRIPTION 
 

701C – 701CN – 701CR 
 
Complete brass water meter connection union. 
NBR rubber washer. Yellow 
 
According to EN 13828  

 
 

 
 

701C 
 

D1 1/2” 3/4” 1” 
D 3/4” 1” 1 1/4” 
H 39.5 50.2 60.5 

Gr. 90.5 151 273 
 
All threads are in accordance with ISO 7/1 or ISO 228 

701CR: non dezincifiable alloy 
 

D1 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 
D 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 
H 39.5 50.2 60.5 60.5 66.7 71.7 

Gr. 89.5 153 277 392 510 775 
 
All threads are in accordance with ISO 7/1 or ISO 228 

DIMENSIONS 
 
 
 
 
 
 

 

701CN: with short nut (1 mm less) 
 

D1 ½” 
D ¾” 
H 39.5 

Gr. 88.5 
 
All threads are in accordance with ISO 7/1 or ISO 228 

MATERIALS 
 

Tail * CuZn39Pb3  Cw614N (DIN 50930 part.6) or 
CuZn40Pb2  Cw617N (DIN 50930 part.6) 

  
Nut * CuZn40Pb2  Cw617N (DIN 50930 part.6) 
  
Tail 
(701CR) CuZn36Pb2As  Cw602N (DIN 50930 part.6) 

  
Nut 
(701CR) CuZn40Pb2  Cw617N (DIN 50930 part.6) 

  
O-ring** NBR 

 
* 701C-701CN 
** 701C-701CN-701CR 

TEMPERATURE / PRESSURE DIAGRAM 
 

 

 
 
APPROVALS 

 
 
 
 

 

         



TECHNICAL SPECIFICATIONS 701WM 
 

 

DESCRIPTION 
 

701WM  
Complete brass water meter connection union. 
NBR rubber washer. Short version 
 
According to EN 13828  
 

 
 
 
 
 

 

D1 3/4” 
D 1” 
H 31.2 

Gr. 119 
 
All threads are in accordance with ISO 7/1 or ISO 228 

DIMENSIONS 
 
 

 

 

MATERIALS 
 

Tail  CuZn40Pb2  Cw617N (DIN 50930 part.6) 
  
Nut  CuZn40Pb2  Cw617N (DIN 50930 part.6) 
  
O-ring NBR 

 
 
 

TEMPERATURE / PRESSURE DIAGRAM 
 

 

APPROVALS 

 


